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e SAW CUT AND REMOVE OVERLAY
SEAL WITH HOT-POURED
WIDTH TO MATCH EXIST. JOINT OR
JOINT SEALER AS DIRECTED BY THE ENGINEER
PROP. HMA
OVERLAY

& \EXIST. HMA

OVERLAY

IST. EXPANSION JOINT

EXIST. PAV'TS

EXPANSION JOINT REHABILITATION DETAIL

S.N. 027-0046, STA 175+06.5 & 174+13.5
S.N. 027-0045, STA 141+87 & 141+01
S.N. 027-0044, STA 61+06 & 60+00

S.N. 027-0043, STA 26+77.1 & 26+50.9
S.N. 053-0105, STA 125+91 & 126+09

GENERAL NOTES:

1. THE NEW HMA OVERLAY SHALL BE SAWED, REMOVED, AND THE JOINT
AREA CLEANED. PRIOR TO PLACING THE HOT-POURED JOINT SEALER THE JOINT
SHALL BE BLOWN OUT WITH COMPRESSED AIR.

2. THIS WORK SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER FOOT
FOR EXPANSION JOINT REHABILITATION.
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CONTRACT #66422

1Y/5" HMA SURFACE COURSE

15" HMA SURFACE REMOVAL

L ¥a" LEVEL BINDER

PROPOSED HMA TAPER

SAW CUT (INCIDENTAL)

REMOVE BY UNIFORM CUT
(REMOVAL INCIDENTAL TO
MILLING OPERATIONS)

DIRECTION OF
HMA SURF. REMOVAL -

EXISTING
i SURFACE

HMA SURFACE ROUNDED EDGE FROM
REMOVAL MILLING OPERATIONS
(COLD MILLING)

NOTE:  WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE,
THEN A SAW CUT SHALL BE USED TO MANUFACTURE
A PERPENDICULAR EDGE AS SHOWN IN THE DETAIL.
THE ENGINEER SHALL BE THE SOLE JUDGE
CONCERNING THE USE OF THIS DETAIL
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